Jul  4 08:09:22 linux /usr/sbin/gpm[415]: Error in protocol

Jul  4 08:20:30 linux /usr/sbin/gpm[415]: Error in protocol

Jul  4 08:49:08 linux /usr/sbin/gpm[415]: Error in protocol

Jul  4 08:59:16 linux kernel: floppy0: data CRC error: track 0, head 1, sector 2, size 2

Jul  4 08:59:16 linux kernel: floppy0: data CRC error: track 0, head 1, sector 2, size 2

Jul  4 08:59:16 linux kernel: end_request: I/O error, dev 02:00 (floppy), sector 19

Jul  4 08:59:17 linux kernel: floppy0: data CRC error: track 0, head 1, sector 2, size 2

Jul  4 08:59:17 linux kernel: floppy0: data CRC error: track 0, head 1, sector 2, size 2

Jul  4 08:59:17 linux kernel: end_request: I/O error, dev 02:00 (floppy), sector 19

Jul  4 08:59:31 linux kernel: floppy0: data CRC error: track 0, head 1, sector 2, size 2

Jul  4 08:59:32 linux kernel: floppy0: data CRC error: track 0, head 1, sector 2, size 2

Jul  4 08:59:32 linux kernel: end_request: I/O error, dev 02:00 (floppy), sector 19

Jul  4 08:59:32 linux kernel: floppy0: data CRC error: track 0, head 1, sector 2, size 2

Jul  4 08:59:33 linux kernel: floppy0: data CRC error: track 0, head 1, sector 2, size 2

Jul  4 08:59:33 linux kernel: end_request: I/O error, dev 02:00 (floppy), sector 19

Jul  4 09:00:21 linux kernel: floppy0: data CRC error: track 0, head 1, sector 2, size 2

Jul  4 09:00:21 linux kernel: floppy0: data CRC error: track 0, head 1, sector 2, size 2

Jul  4 09:00:21 linux kernel: end_request: I/O error, dev 02:00 (floppy), sector 19

Jul  4 09:00:22 linux kernel: floppy0: data CRC error: track 0, head 1, sector 2, size 2

Jul  4 09:00:22 linux kernel: floppy0: data CRC error: track 0, head 1, sector 2, size 2

Jul  4 09:00:22 linux kernel: end_request: I/O error, dev 02:00 (floppy), sector 19

// Zu diesem Zeitpunkt wurde das Floppy ausgetauscht.

Jul  4 09:14:13 linux /usr/sbin/gpm[415]: Error in protocol

Jul  4 09:18:45 linux /usr/sbin/gpm[415]: Error in protocol

Jul  4 10:22:57 linux /usr/sbin/gpm[415]: Error in protocol

Jul  6 00:15:00 linux kernel: hda: status timeout: status=0x80 { Busy }

Jul  6 00:15:00 linux kernel: hda: drive not ready for command

Jul  6 00:15:06 linux kernel: ide0: reset: success

Jul  6 01:31:17 linux kernel: hda: irq timeout: status=0x80 { Busy }

Jul  6 01:31:47 linux kernel: ide0: reset timed-out, status=0x80

Jul  6 01:31:47 linux kernel: hda: status timeout: status=0x80 { Busy }

Jul  6 01:31:47 linux kernel: hda: drive not ready for command

Jul  6 01:32:04 linux kernel: ide0: reset: success

Jul  6 01:32:42 linux kernel: hda: status timeout: status=0x80 { Busy }

Jul  6 01:32:42 linux kernel: hda: drive not ready for command

Jul  6 01:33:12 linux kernel: ide0: reset timed-out, status=0x80

Jul  6 01:33:12 linux kernel: hda: status timeout: status=0x80 { Busy }

Jul  6 01:33:12 linux kernel: hda: drive not ready for command

Jul  6 01:33:23 linux kernel: ide0: reset: success

Jul 12 13:35:19 linux /usr/sbin/gpm[415]: Error in protocol

